
Your Trusted Source for Suspension Components
Euclid offers an extensive line of high-quality U-bolts and 
threaded rods to fulfill your suspension service requirements. 

U-Bolts 
Each U-bolt comes complete with deep nuts and washers.  
Our Visual Product Tool on MeritorPartsXpress.com and smart 
part numbering system make it easy to identify the proper 
U-bolt to fit your needs.  

Part Numbering System

EUCLID® U-BOLTS & THREADED RODS
TRUST MATTERS.

�Tech Tip:
Do not reuse U-bolts. Used U-bolts may be damaged, stretched,  
or have rust which could lead to premature failure.

E-UB 8 1 5 3 - 10  4 S

Whole 
Inches

Fraction 
by-1/8"

LENGTH

Designation 
for Euclid U-bolt 
Assemblies

U-BOLT BEND 
1 = Round  
2 = Square  
3 = Semi-Round
4 = Flat Round 
5 = Flat Square
6 = Flat Semi-Round

DIAMETER
3/8"

7/16"
1/2"
9/16"

5/8"
3/4"
7/8"

1/8 "

9 = 1- 1/4 "

0 =-
1 =-
2 =-
3 =-
4 =-
5 =-
6 =-
7 = 1"
8 = 1-

U-BOLT
CATALOG GROUP

 

REFERS TO  
MATERIAL STRENGTH

 5 -   Commercial-Strength 
(120,000 psi Tensile) 

8 - High-Strength
     (150,000 psi Tensile)  

This �gure represents the width of a 
U-bolt group. All U-bolts with the 
same bend, diameter and width have 
the same U-bolt catalog group.

 
S = Special Nuts or Washers
N = Navistar Semi-Round
F = Ford Semi-Round

SPECIAL
LETTER CODES

Access the U-bolt 
Visual Product Tool  

by scanning the  
QR code.



TRUST MATTERS.
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EUCLID® U-BOLTS & THREADED RODS

Strong Service and Support
All Euclid aftermarket parts are covered by  
our complete 1-year warranty. For complete  
Euclid aftermarket parts information, visit 
MeritorPartsXpress.com. Or call our U.S.  
Customer Care Center at 888-725-9355.  
In Canada, call 800-387-3889

Euclid® High-Quality  
All-Makes Parts
Designed and engineered for trusted 
performance with exceptional quality  
and value for independent distributors  
and their customers.

Part Numbering System

E-TR 8 075    - 42 

Designation for
Euclid Threaded Rod 

Overall Length in Inches REFERS TO MATERIAL STRENGTH

5 - Commercial-Strength (120,000 psi Tensile) 
8 - High-Strength (150,000 psi Tensile) 

ROD DIAMETER (DECIMAL)
(1/2")
(9/16")
(5/8")
(3/4")
(7/8")
(1")
(1-1/8")
(1-1/4")
(1-1/2")

050
056
062
075
087
100
112
125
150

Threaded Rods
• �Each threaded rod is marked at the 

center line to ensure precise bending
• �When in between sizes, round up 

to the next threaded rod length
• ��Use the Visual Product Tool  and 

smart part numbering system to 
identify the proper threaded rod

Vehicle models, trademarks, brands and names depicted herein are the 
property of their respective owners, and may not be associated with 
Cummins Inc. and Meritor, Inc. or its affiliates.

Access the Threaded Rod  
Visual Product Tool  

by scanning the  
QR code. 


